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Toilet Soap Finishing Lines 

Evolution of the Third Millennium

Å Capacity: larger capacity lines. Space and personnel
savings

Å Automation: reduction of labour requirement

Å Maintenance/Changeovers: simplified machines. Easier
and quicker change-overs. Minimal maintenance with
reduced spare parts requirement

Å Energy consumption: MRP Multi Refinining Plodders.
Significant energy savings

Å Capital investment: innovative solutions permit reduced
capital outlay



Finishing lines installed over the last 10 years

based on capacity 

31% 33%
36%

up to 1t/hr up to 2 t/hr over 2 t/hr

Medium and large capacity finishing lines up to 5/6 T/h prevail (69%).

Small capacity finishing lines are still marketed for niche productions

(31%).



Finishing Lines

Innovative Technologies

ñMRPòMulti-refining Plodders

One-machine finishing line performing the same amount of work

(refining/homogenizing) obtained by a Duplex Refiner and a

Duplex Plodder of conventional lines

ñDTSòDirect Transfer Systems

ñDTSòDirect Transfer System for the direct and synchronized

discharge of the stamped tablets into the pocketed belt of the

packaging machines (Paper Wrappers, Cartoners and Flow-

pack)



550 bpm ï4.500 kg/hr Finishing Line including:

MRP-300 Multi-refining Plodder, STUR 14 Stamper with DTS to ACMA 

771 Paper Wrapper



ñMRPòMulti-refining Plodders perform the REFINING,

HOMOGENIZING AND EXTRUSION of all toilet soap bases (regular,

translucent, syndet and combo) in a SINGLE UNIT configuration.



Preliminary refining stage twin-worm NOVA

ñHEò:

-pelletizing head with refining screens for

first refining

Final multi-refining stage:

-two separate refining groups with

refining screens. The last refining section

is mounted on wheels for easy cleaning

and in line positioning.

Special multi-refining ñHELòHigh Energy

worm.



Models
Production Range

kg/hr

Max.Installed power

kW

B100-MRP150 500-1,000 26

B150-MRP150 1,000-1,500 37

B200-MRP200 1,500-1,750 67

B250-MRP250 2,750-4,000 92

B300-MRP300 4,000-6,000 142


